


MODULE DIMENSIONS (mm) 

1134±2 A 

aj 
- -

5: 1 
14 

12 

� 

� 
10 

B
--

5: 1 � 
6 

B 
C 

--

o o 

/DB cel/s 

Current-Voltage & Power-Voltage 
Curves (410W) 

I-V curve 

-

BOOW/m2 --\------= 

�W/m2 

-'\- , _

-400W/m2 

' 
I-

-200W/rn2---

� &-= 
10 20 30 40 t= � 2: 1 � = Ellll � o o 

$2 Voltage (V) 

10: 1 

30 

ELECTRIC CHARACTERISTICS 
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Module Type QNM182-HS395-54 QNM182-HS400-54 QNM182-HS405-54 QNM182-HS410-54 QNM182-HS415-54 

STC Peak Power - Pmax(Wp) 395 400 405 410 415 

Optimum Working Voltage - Vmp(V) 30.84 31.01 31.21 31.42 31.61 

Optimum Working Current - lmp(A) 12.81 12.90 12.98 13.05 13.13 

Open Circuit Voltage - Voc(V) 36.98 37.07 37.23 37.35 37.46 

Short Circuit Current - lsc(A) 13.70 13.79 13.87 13.95 14.02 

Module Efficiency (% ) 20.23 20.48 20.74 21.00 21.25 

STC (Standard Testing Condi tions): lrradiance 1000W/m', Cell Temperature 25 "C, Spectra at AM1.5. 

MECHANICAL CHARACTERISTICS 

Cell Type 

Number of Half Cells 

Module Size 

Weight 

Glass 

Frame 

Junction Box 

Output Cable 

Connector 

Hailstone Test 

Mechanical Load 

P-type PERC Monocrystalline 182x91mm 

108 (2x54) 

1722mm x 1134mm x 30mm (35mm) 

20.8kg (30mm Frame) / 21kg (35mm Frame) 

3.2mm Coated tempered glass 

Anodized aluminum alloy 

IP68 standard (3 bypass diode) 

TUV (2pfg1169:2007) 4mm2/1200mm 

MC4 or (Compatible with MC4) 

25mm Hailstone at the speed of 23m/s 

Max. Snow load 5400 Pa, Max. Wind load 2400 Pa 

NOCT: lrradiance BOOW/m', Ambient Temperature 20°C ,  Spectra at AM1.5, Wind at 1m/s. 

TEMPERA TURE CHARACTERISTICS 

Nominal Operating Cell Temperature (NOCT ) 

Temperature Coefficient of Pmax 

Temperature Coefficient of Voc 

Temperature Coefficient of lsc 

Power Tolerance (W) 

Maximum Series Fuse Rating 

Maximum System Voltage 

Operating Module Temperature 

PACKING CONFIGURATION (40'HC) 

45±2°C 

-0.32%/°C

-0.26%/°C

0.052%/°C 

0-+5 

25A 

DC1500V 

-40°C - +85°C

936 pes/ container, 26 Pallets, 36 pes/ pallet (30mm Frame) 

806 pes / container , 26 Pallets , 31 pes / pallet (35mm Frame) 
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