
Titan HV Series
GS-HV-3.74 GS-HV-7.48 GS-HV-11.23
GS-HV-14.97 GS-HV-18.7
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No.218, Fengshan Road,Zhongwu high-end new material industrial park, Ninghai County,Ningbo City, Zhejiang Province

Plug and PlayFlexible 
Installation

IP65 RatedModular Design and
Easy Installation 

Remote Upgrade and
Online Diagnosis

Suitable for Back-up 
Systems

GS Energy Titan HV series is a high voltage, 
scalable battery storage module. It offers a 
3.74kWh model that can be expanded in series 
with up to 5 batteries with 18.7kWh capacity. 
Easy installation with plug and play.

Energy Storage System
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Titan HV Titan HV

Titan HV

All rights to the content of this manual are owned by GS Marte Power Technology Co., Ltd. (hereinafter called as ‘GS Marte Power’). Any 
corporation or individual should not plagiarize, partially copy or fully copy it, and no reproduction or distribution of it in any form or by 
any means without prior written permission from GS Marte Power. 
GS  Marte  reserves the right of final interpretation. This manual may be updated according to user’s or customer’s feedback. The 
information in this manual is subject to change without notice.  Please check our website at https://www.gsmarte. com for latest 
version.
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Titan HV Titan HV

Battery master controller Model:BMC600
DC Voltage range
Max charge/discharge current

Serial No.:

Use only with suitable batterys

85V~600V
30A

Protection Class Ⅰ

Rechargeable Li-ion
Battery System 

①Operating Temperature -10℃~50℃

Enclosure IP65

Model:Titan HV
1)GS-HV-3.74

1)GS-HV-XXX

2)GS-HV-7.48

3)GS-HV-11.23

4)GS-HV-14.97

5)GS-HV-18.7

IFpR34/141/[((3P15S)2S)1S]E/0+40/90

IFpR34/141/[((3P15S)2S)2S]E/0+40/90

IFpR34/141/[((3P15S)2S)3S]E/0+40/90

IFpR34/141/[((3P15S)2S)4S]E/0+40/90

IFpR34/141/[((3P15S)2S)5S]E/0+40/90

Nominal Voltage/Range
1)96V(81~108V)
2)192V(162~216V)
3)288V(243~324V)
4)384V(324~432V)
5)480V(405~540V)

Capacity/Energy
1)39Ah/3.74kWh

5)39Ah/18.7kWh
4)39Ah/14.97kWh

2)39Ah/7.48kWh
3)39Ah/11.23kWh

Charging 0℃~40℃/Discharging -10℃~50℃①

5.9 Overview for All Battery sets Connectionst

For the parallel connection of 2 battery sets and 3 battery sets, please use the power cable in accessory bag of battery 
package to do the connection.

For the parallel connection of 4 battery sets and 5 battery sets, please use the power cable in accessory bag of combiner 
box to do the connection.

The length of power cables between battery sets and combiner box must be the same.

5.9.1 Cables Connection

Note:

BMS-CAN

BAT+

P+
P- P+

P-
P+

P-
P+

P-
P+

P-

BAT

RS485

ADD

RS485RS485

ADD CAN

CAN

BAT INV

COM

RS485
RS485

ADD CAN

RS485 RS485

ADD CAN

RS485 RS485

ADD CAN

RS485 RS485

ADD CAN

RS485

Master Slave 1 Slave 2 Slave 3 Slave 4
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ADD switch is a 4-bit dial switch to manually distribute the communication address of battery sets.1-3 bit means the 
communication address of battery sets, the status of 4th bit means if this BMC is the master or not. For the master,the 
communication address is largest and the fourth digit must be ON status.

Please refer to the table below to set the ADD switch for parallel connection of different battery sets.

123

E1 NO

4

5.9.2 Dip Switch Description

6.1 Switch on the System for Single Battery Set

6.2 Switch on the System for Multiple battery sets

6.3 LED state

Master  Slave 1  Slave 2  Slave 3  Slave 4

Turn on DC breakers sets (on BMC) of all battery sets.
Turn on the DC switch of inverter or AC breaker, all battery sets will be powered on automatically.
Or push the start button on master BMC when the running LED flashes,  all battery sets will be powered on.

If it is failed to switch on the battery system, please check if all the electrical connections are correct or not push the start 
button of master battery set.

breaker on BMC

breaker on BMC

GS Marte.
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