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APX High Voltage Battery System
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District, Shenzhen, Guangdong, P.R. China

4-13/F, Building A,

Guangdong Growatt New Energy Co., Ltd.
Growatt Industrial Park, No.17 Pingheng
Road Pingtan Town, Huiyang District, Huizhou, P.R. China

Shenzhen Growatt New Energy Co., Ltd.

Sino-German(Europe) Industrial Park, Hangcheng Ave, Bao'an 
District, Shenzhen, Guangdong, P.R. China

4-13/F, Building A,

TÜV Rheinland Japan Ltd.
Global Technology Assessment Center
4-25-2 Kita-Yamata, Tsuzuki-ku
Yokohama 224-0021, Japan
Phone + 81 45 914-3888
Fax   + 81 45 914-3354
Mail: info@jpn.tuv.com
Web : www.tuv.com

Nominal voltage: 650Vd.c.
For more information of ratings, refer to the test report.

GROWATT

APX 5.0P-S1, APX 10.0P-S1, APX 15.0P-S1, APX 20.0P-S1,
APX 25.0P-S1, APX 30.0P-S1, APX 5.0P-S2, APX 10.0P-S2,
APX 15.0P-S2, APX 20.0P-S2, APX 25.0P-S2, APX 30.0P-S2

For model differences, refer to the test report.
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